First Floor Solid Timber
Flooring with Screed or Trays _

First floor plywood / chipboard |
for carpet

16mm Henco multilayer
floor heating pipe attached
to insulation with ‘U’ clips

30/50mm sand
and cement in-fill

~ < Floor covering

30-50mm Sand
& Cement

Rigid polyurethane insulation:
25mm for intermediate floors

L

Battens nailed to
sides of joists

50mm Insulation




Timber Floor over existing | T —
Slab with Screed or Trays 6 BT SElNa— . e < Floor covering

For nailed solid timber floor 30mm Screed

50mm Insulation

150mm Concrete |

Aluminium heat
deflector tray

16mm Henco multilayer floor
heating pipe clipped to

L 50mm rigid insulation
insulation




Suspended Timber Floor

Finished timber floor or plywood
/ chipboard for carpet

16mm Henco multilayer
floor heating pipe

Aluminium heat
deflector trays

202 Foil insulation
streched across tops
of joists and stapled

Rockwool / fibreglass
insulation




Single Pour Floor

Floor Covering, floating timber
floor, tiles, marble, etc.
< Flooring covering |
< 150-200mm Concrete |

< 50mminsulation |

Side insulation

50mm high
density insulation

Pipe to be 60mm
\from top of slab

kChairs to raise up mesh Henco multilayer pipe
attached to steel

o mesh in 150 - 200mm
kHardcore, sand blinding & D.P.C. of concrete




Standard Solid Floor

Floor Covering, floating timber
floor, tiles, marble, etc. < Floor covering_|

< 75:95mm Screed |

< 50mm Insulation |

bnsulation to walls

Henco multilayer pipe
attached to clamp track

k75/95mm floor screed

L Hardcore, sand blinding & D.P.C.

l Sub floor




Intermediate Floor Hollow

Core Pre-Cast Units

Floor covering carpet, wood, tiles, etc.

Henco multilayer pipe
fastened to steel mesh
or clamp track

kPrecast Concrete Floor

< Floor covering |
< 65/75mm Screed |

< Precast concrete |

65/75 sand & cement
or concrete floor




